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Overview: SPP Procedure

The SPP procedure performs analysis for spatial point patterns in two dimensions. You can specify the point
process rectangular window or rely on the input data set coordinates. Summary descriptions are available
through the F, G, J, K functions, which compare the empirical function distributions to the theoretical
homogeneous Poisson functions.

The SPP procedure uses ODS Graphics to create graphs as part of its output. For general information about
ODS Graphics, see Chapter 21, “Statistical Graphics Using ODS.” For more information about the graphics
available in PROC SPP, see the section “ODS Graphics” on page 7812.

Classes of Spatial Data

There are three broad classes of spatial data:

» Point-referenced data are values that are sampled at specific locations within an area of a predefined
size. An example is air temperatures that are measured where weather monitoring instruments are
located. The stochastic nature of spatial processes can be described by using spatial random fields
(SRFs). A set of point-referenced data can be seen as a realization of a continuous SRF that takes
values over the entire study area. The values at unsampled locations are unknown but can be predicted
by means of geostatistical analysis. You can analyze point-referenced data by using the SAS/STAT
procedures VARIOGRAM, KRIGE2D, and SIM2D.

* Areal (lattice) data are values for a fixed number of areal units within a particular area. These data
differ from the point-referenced data in that one areal observation is assigned to a whole areal unit
instead of to a specific location. An example is crime rates that are aggregated over counties within a
state.

* Point pattern data are a collection of locations of single events of a spatial process. In this category,
the study area can have a variable size and observations might have associated covariates, but the main
interest is in their spatial patterns of occurrence. Examples include locations of tree growth, locations
of petty crimes, and so on. A set of point-pattern data can be seen as a realization of a discrete SRF
that has values only at the event locations (Illian et al. 2008, p. 44). A collection of this type of data
is known as a spatial point pattern. Point pattern analysis usually does not refer to the SRF concept.
The applied techniques in point patterns differ from the geostatistical approach, although both types of
analysis share corresponding measures to describe correlation among the data. You can use the SPP
procedure to analyze point pattern data.
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Introduction to Point Pattern Analysis

In point pattern analysis, you want to describe characteristics of the events (observations) that compose the
pattern. The events are manifestations of a phenomenon or process at random locations. Therefore, your
analysis goal is to investigate underlying connections among these events that could explain the phenomenon.

In some cases, events might have additional attributes, known as marks. If a point pattern has a mark, then it
is called a marked point pattern. There can be continuous marks or categorical marks, depending on whether
the mark attribute takes continuous values or values from a list of discrete levels, respectively. A marked
point pattern that has a categorical mark attribute is known as a multitype point pattern. A multitype point
pattern is also called a multivariate point pattern because you can view it as a collection of point patterns,
one for each type.

To study the events, you use the concepts of the study region (also called a study window) to represent the
area where the point pattern is defined. The window selection can be a subjective choice, and it definitely can
affect the analysis. When the window is a subregion of a larger region where the point process operates, you
might need to account for edge effects. This term describes discrepancies that can appear in the analysis,
depending on whether you consider that events close to the window edges have neighbors outside the window
area.

Point pattern analysis often focuses on whether interaction exists among the observations in a spatial point
pattern. That is, you test whether the points are spread evenly around the study region with no particular
pattern, or alternatively whether there tends to be more or less clumping of points than you would expect
purely from randomness. To this end, you usually test the hypothesis of complete spatial randomness (CSR)
in the point pattern. According to CSR, the events follow a Poisson distribution with constant mean, and they
have no interactions. A point pattern can follow CSR, in which case it is known as a homogeneous Poisson
process. Alternatively, a point pattern can demonstrate event interaction or clustering.

You can test CSR by using heuristic approaches that use sparse sampling methods in exploratory and summary
analysis. Two general approaches to this are as follows:

« distance methods, where you compare the empirical distribution function (EDF) of distance between
events with an EDF that is based on the CSR assumption

 quadrats, where you partition the spatial framework into smaller subregions and study the number of
events (also known as the quadrat count) in each subregion

The SPP procedure provides options for implementing both of these approaches. For more information, see
the sections “Testing for Complete Spatial Randomness” on page 7795 and “Statistics Based on Second-Order
Characteristics” on page 7797.

You can tell a lot about the behavior of a point pattern if you have an expression for the point pattern intensity,
which shows the number of events per unit area. A simple way to estimate intensity from the point pattern
events is to produce kernel density estimates. You can also model the intensity by maximizing suitable
pseudolikelihood expressions for the logarithmic intensity. Intensity models can also incorporate information
about covariate variables; together with distance methods, they enable you to examine whether a covariate
plays a significant role in the underlying process.

A SAS/STAT procedure that compares to PROC SPP is the KDE procedure, which fits the special case of
Gaussian bivariate kernels for the purpose of nonparametric density estimation. PROC SPP enables you to
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perform much more extensive nonparametric intensity estimation by using different types of kernels, and
it provides support for adaptive kernel estimation. In addition, PROC SPP enables you to fit parametric
inhomogeneous poisson process models and use a variety of residual diagnostics to perform model validation.

Getting Started: SPP Procedure

This example uses forestry data, which are shown in Figure 93.4, to show how you can use PROC SPP to fit
a model for the first-order intensity of a spatial point pattern. The Sashelp.BEI data set contains the locations
of 3,604 trees in tropical rain forests. A study window of 1,000 500 square kilometers is appropriate.
The data set also contains covariates that are represented by the variables Gradient and Elevation, which
are collected at 20,301 locations on a regular grid across the study region. The variable Trees distinguishes
the event observations in the data set. These data are a part of a much larger data set, which contains the
positions of hundreds of thousands of trees that belong to thousands of species (Condit 1998; Hubbell and
Foster 1983; Condit, Hubbell, and Foster 1996).1 The Sashelp.BEI data set contains five variables:

Xand Y: the X and Y coordinates for locations of trees and for measurements of the height and slope
of the study area

Trees: a 0/1 variable that indicates which observation corresponds to locations of trees: 1 indicates the
presence of a tree, and 0 indicates absence

Elevation: which measures how far the study area is above sea level

* Gradient: which measures the slope of the study area

The following statements produce a plot of the event observations (which is shown in Figure 93.4) and plots
of the covariates (which are shown in Figure 93.5 and Figure 93.6).

ods graphics on;

proc spp data=sashelp.bei plots(equate)=(trends observations);

process trees = (X, y /area=(0,0,1000,500) Event=Trees);
ield(x,y, gradient);

trend grad = f
trend elev = field(x,y, elevation);
run;

In addition, the preceding statements produce three tables, which are shown in Figure 93.1, Figure 93.2, and
Figure 93.3. The number of observations in the combined data set is shown in Figure 93.1; it includes both
the number of event observations and the number of covariate observations.

IThis data set is used with kind permission from Professor S. Hubbell, with acknowledgment of the support of the Center for
Tropical Forest Science of the Smithsonian Tropical Research Institute and the primary granting agencies that have supported the
BCI plot. The BCI forest dynamics research project was made possible by National Science Foundation grants to Stephen P. Hubbell:
DEB-0640386, DEB-0425651, DEB-0346488, DEB-0129874, DEB-00753102, DEB-9909347, DEB-9615226, DEB-9615226,
DEB-9405933, DEB-9221033, DEB-9100058, DEB-8906869, DEB-8605042, DEB-8206992, DEB-7922197, support from the
Center for Tropical Forest Science, the Smithsonian Tropical Research Institute, the John D. and Catherine T. MacArthur Foundation,
the Mellon Foundation, the Small World Institute Fund, and numerous private individuals, and through the hard work of over 100
people from 10 countries over the past two decades. The plot project is part of the Center for Tropical Forest Science, a global
network of large-scale demographic tree plots.
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Figure 93.1 Number of Events and Number of Covariate Observations

Figure 93.2 provides some summary information about the point pattern, including the average intensity or
the number of events per unit area.

Figure 93.2 Exploratory Information about the Point Pattern

Figure 93.3 provides the results of a defdilit 10 quadrat-based Pearson chi-square test for CSR.

Figure 93.3 Pearson Chi-Square Test for CSR
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Figure 93.4 Spatial Point Pattern of Tropical Rain forest Trees

Figure 93.5 Spatial Covariate Gradient
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Figure 93.6 Spatial Covariate Elevation

The variablessradient andElevation are both continuous functions, because any arbitrary point that is chosen

in the study area has a value for both these variables. However, these variables are sampled at select points
where measuring them is easy. In spatial analysis and geographic information systems (GISs), such variables
are termedeld variables and are associated with a spatial trend. You can include such variables in the SPP
procedure by using the TREND statement.

Thesashelp.bei data contains combined information for both the point pattern and the spatial covariates.
However, the SPP procedure requires you to identify the point pattern event identi er separately. This is
done by using the EVENT= option in the PROCESS statement to specify that the varedsl@enti es

the event.

It is natural to suppose that tree growth is affected by the gradient and elevation of the surrounding land.
Hence, you can use the gradient and elevation in a parametric model to model the intensity of tree growth
in the study area. Such a model is an inhomogeneous Poisson process (Baddeley 2010, p. 354), whose
rst-order intensity, .s/ , is log linear in the covariates. You can use the MODEL statement to compose
models for a point pattern's intensity. In the MODEL statement, you specify the response pattern on the left
side. The response pattern is a process that you de ne before you specify the MODEL statement. You can
specify any covariates that are likely to in uence the target point pattern on the right side of the MODEL
statement syntax.

To obtain a plot of the model-based intensity estimate, you specify the PLOTS=INTENSITY option. In
addition, if you want to request residual diagnostics, you can specify the PLOTS=RESIDUAL option. If you
want to specify a response grid to obtain the intensity estimates, you can use the GRID option in the MODEL
statement. The following statements explore the in uence of the covati#estion andGradient on the
intensity of Tree presence:



7774 F Chapter 93: The SPP Procedure

proc spp data=sashelp.bei plots(equate)=(residual intensity);
process trees = (x,y /area=(0,0,1000,500) event=Trees);
trend elev = field(x,y,elevation);
trend grad = field(x,y,gradient);
model trees = elev grad / grid(64,64) residual(B=70) ;

run;
In addition to the tables shown in previous gures, these statements produce a table that contains the parameter
estimates (Figure 93.7) and a t summary table (Figure 93.8). The parameter estimates designate the intercept
value and the values of the factors of the model terms. The relative values of the parameter estimates indicate
how much each factor contributes to the model. In this casalient is much more important in modeling

where trees grow thatlevation, although both are signi cant.

Figure 93.7 Parameter Estimates Table

The t summary table in Figure 93.8 shows the model t statistics. You can use these values to compare
multiple ts from different models and to select an optimal model in your study.

Figure 93.8 Fit Summary Table

The corresponding tted intensity is shown in Figure 93.9.
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Figure 93.9 Intensity Estimates of Tree presence in Study Area

The resulting residual diagnostics are shown in Figure 93.10.
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Figure 93.10 Residual Diagnostics for Fitted Log-Intensity Model

The residual diagnostics plot in Figure 93.10 provides an informal assessment of the tted parametric model.
In particular, the smoothed residual plot in the right bottom corner reveals a trend in the residual that is not
accounted for by the model. In addition, the lurking variable plots with respect to the coordinate variables
show signi cant deviation from th@ limits, indicating that the model does not account for a variation in
intensity with respect to these variables.

Syntax: SPP Procedure

The following statements are available in PROC SPP:

PROC SPP options ;
BY variables ;
PROCESS name = (variables </pattern-options >)</process-options < distance-function-options > >

TREND name = FIELD( eld-de nition );

COVTEST process-name = trend-name <trend-name, ... ></options > ;
MODEL process-name = <trend-name, ... ></model-options > ;
PARMS value-list </ PARMSDATA =SAS-data set> ;

NLOPTIONS <options > ;

You must specify at least one PROCESS statement. The MODEL statement and the COVTEST statements
must have one process variable on the left side and can have one or more processes or trends on the right
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side. When you specify the PARMS and NLOPTIONS statements, they must be preceded by the MODEL
statement.

The following sections describe the PROC SPP statement and then describe the other statements in alphabeti-
cal order.

PROC SPP Statement
PROC SPP options ;

The PROC SPP statement invokes the SPP procedure. Table 93.1 summarizes the options available in the
PROC SPP statement.

Table 93.1 Options Available in the PROC SPP Statement

Option Description

DATA= Speci es the input data set

EDGECORR= Requests edge correction in the analysis

NODUP Speci es inclusion or exclusion of collocated observations
NOPRINT Suppresses normal display of results

PLOTS Speci es the plot display and options

SEED= Speci es the seed value for the random number generator

You can specify the followingptions in the PROC SPP statement.

DATA=SAS-data-set
speci es a SAS data set that contains #endy coordinate variables of one or more point patterns,
associated mark variables, and event identi ers. Mark variables and event identi ers are speci ed using
MARK = and EVENT options, respectively, in the PROCESS statement. If your analysis involves
covariates, you must also include them in the DATA= data set. When you include covariates, you must

identify individual point patterns by specifying the EVEN®ption in the PROCESS statement. You
must specify a DATASAS-data-set; there is no default.

EDGECORR=ON | OFF

speci es whether you want to correct edge effects in the distance function computations and kernel
density estimation. Edge correction is not applicable for the J function. For more information about
how SPP implements edge correction, see the section “Border Edge Correction for Distance Functions”
on page 7800. By default, EDGECORR=0ON.

NODUP=nodup-option
speci es whether to eliminate multiple records of data that have the same pairs of coordinates in
the DATA= data set. When multiple such records exist among observations of the event, or among
observations of the same covariate variable, they are known as duplicates. For example, if two or
more event records feature the same coordinates, then your data contain duplicates. However, if your

data contain a record of an event and a record of a covariate that happen to be sampled at the same
coordinates, then they are not duplicates.
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The analysis of a spatial point pattern usually requires that no two events can share the same location.
If your data include such duplicates, this option enables you to deal with them in different ways. You
can specify the following values:

TRUE < (true-suboption) >
removes duplicates from the analysis. You can also specify the follawiaguboption:

KEEP=AVG | ONE
speci es how to treat removal of duplicate records. You can specify the following values.

AVG removes all but one record from a set of records that contain duplicate
coordinates. In addition, if the duplicates are records of a numeric mark
or covariate, then the average attribute value of all duplicate records is
assigned to the single record that is retained. If any of the duplicate
records has a missing value for the numeric mark or covariate, then
it does not contribute to the average. Character variables ignore the
KEEP=AVG suboption and retain only the last value in any series of
collocated records.

ONE keeps only a single record out of multiple records that have the same
duplicate coordinates. When you specify KEEP=ONE, PROC SPP retains
the last record in any series of collocated records.

By default, KEEP=ONE.

FALSE
retains and uses all duplicates in the analysis.

If mark or covariate variables are included in the analysis, the NODUP= option speci cation applies
the same mode of action to each individual variable. If PROC SPP nds duplicates, then it issues a
note. By default, NODUP=TRUE(KEEP=ONE).

NOPRINT
suppresses the normal display of results. This option is useful when you want only to create one or
more output data sets with the procedure.
NOTE: This option temporarily disables the Output Delivery System (ODS). For more information,
see the section “ODS Graphics” on page 7812.

PLOTS < (global-plot-options) > < = plot-request < (options) >>

PLOTS <(global-plot-options) > < = (plot-request < (options) > <... plot-request < (options) >>) >
controls the plots that are produced through ODS Graphics. When you specify orgiotrezjuest,
you can omit the parentheses around the plot request. Here are some examples:

plots=none

plots=observ

plots=(observ intensity)

plots(unpack)=observ

plots=(observ(attr=mark level=split(unpack)) observ(attr=event))

ODS Graphics must be enabled before plots can be requested. For example:
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ods graphics on;

For more information about enabling and disabling ODS Graphics, see the section “Enabling and
Disabling ODS Graphics” on page 606 in Chapter 21, “Statistical Graphics Using ODS.”

You can specify the followinglobal-plot-options:

EQUATE
produces all plots that have coordinates so that the axes coordinates have equal size units. This
option is ignored for panel plots.

ONLY
suppresses the default plots. Only plots that are speci cally requested are displayed.

UNPACKPANEL

UNPACK
suppresses paneling. By default, multiple plots can appear in some output panels. Specify
UNPACKPANEL to get each plot in a separate panel. You can specify PLOTS(UNPACKPANEL)
to unpack the default plots. You can also unpack individual panel plots by specifying the the
UNP suboption in the FFUN, GFUN, KFUN, LFUN, and OBSERVATIONS(LEVEL=(SPLIT))
plot options.

You can specify the following individuadlot-requests andoptions:

ALL
produces all appropriate plots. You can also specify athéons with ALL.

CSRKSTEST
produces a plot for the Kolmogorov-Smirnov weighted EDF test for complete spatial randomness
in the presence of covariates. To request this plot, you must specify the COVTEST statement and
include trends on the right side of the COVTEST statement.

EMPTYSPACE < (emptyspace-plot-options) >
produces a plot of the nearest-neighbor distance for every grid node in the window. You can
specify the followingemptyspace-plot-options:

FILL=ON | OFF
speci es whether to produce a surface plot of the nearest neighbor distances. By default,
FILL=ON.

LINE=ON | OFF
speci es whether to produce a contour line plot of the nearest neighbor distances. By default,
LINE=OFF.

OBS=ON | OFF
speci es whether to produce an overlaid scatter plot of the observations in addition to nearest
neighbor distances. By default, OBS=0OFF.
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F < (UNPACK) >
requests that a panel of diagnostics for the empty space function F be produced. The F function
is the empirical distribution of observed distances to the nearest observation from any location
in the point pattern window. The panel contains four plots: an EDF plot that shows simulation
envelopes for CSR, an EDF-CSR difference plot, a PP plot that compares the EDF of the summary
statistic, and a con dence interval plot that shows envelopes for the con dence intervals of the
summary statistic. If you specify the PLOTS=F option without requesting any distance function
calculations in the PROCESS statement, then it is ignored. You can specify the following option:

UNPACK
suppresses paneling of the F function plots and produces each constituent plot in the panel

separately.

The F plot is produced when you specify the F option in the PROCESS statement.

G < (UNPACK) >
produces a panel of diagnostics for the nearest-neighbor distance function G. The G function
is the empirical distribution function of observed distances to the nearest observation from any
other observation in the point pattern window. The panel contains four plots: an EDF plot that
shows simulation envelopes for CSR, an EDF-CSR difference plot, a PP plot that compares
the EDF of the summary statistic, and a con dence interval plot that shows envelopes for the
con dence intervals of the summary statistic. If you specify PLOTS=G option without requesting
any distance function calculations in the PROCESS statement, then it is ignored.

You can specify the following option:

UNPACK
suppresses paneling of the G function plots and produces each constituent plot in the panel

separately.

The G plot is produced when you specify the G if you specify the G function option in the
PROCESS statement.

INTENSITY < (intensity-plot-options) >
produces a plot of the estimated intensity function for every grid node in the window. You can
specify the followingntensity-plot-options:

EST=KERNEL | FIT
speci es the source to use for the intensity estimate. You can specify the following values:

KERNEL produces a plot of the intensity kernel density estimate. This subop-
tion is incompatible with requests for standard error in the FILL= and
LINE= intensity plot options. If you specify EST=KERNEL and either
the FILL=SE suboption or the LINE=SE suboption, then intensity plot
request is ignored.

FIT produces a plot of the estimated intensity on the basis of a model t when
you t an intensity model by specifying the MODEL statement.
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FILL=INTENSITY | NONE | SE
speci es which type of surface plot to produce. You can specify the following values:

INTENSITY produces an estimated intensity surface plot.
NONE produces no surface plot.
SE produces a standard errors surface plot.

The default behavior depends on the LINE suboption as follows: If you specify
LINE=NONE or entirely omit the LINE suboption, then FILL=INTENSTIY. If you specify
LINE=INTENSITY or LINE=SE, then the FILL= suboption is set to the same value as the
LINE suboption.

LINE=INTENSITY | NONE | SE
speci es which type of plot to produce. You can specify the following values:

INTENSITY produces an estimated intensity contour line plot.
NONE produces no contour line plot.
SE produces a standard errors contour line plot.

If you omit the LINE suboption, the behavior depends on the FILL suboption as follows: If
you specify FILL=NONE or entirely omit the FILL= suboption, then LINE=INTENSITY. If
you specify FILL=INTENSITY or FILL=SE, then the LINE suboption is set to the same
value as the FILL suboption.

OBS=0ON | OFF
speci es whether to produce an overlaid scatter plot of the observations in addition to the
intensity plot. By default, OBS=0FF.

You can specify multiple instances of the INTENSITY plot option to produce intensity plots that
have different characteristics. If you specify multiple instances of any of the FILL=, LINE=, or
OBS= suboptions in the same INTENSITY plot request, then one plot is produced that honors
the last value speci ed for any of these suboptions. If you explicitly specify (or the suboptions
imply) the combination FILL=NONE and LINE=NONE, then the intensity plot is not produced.

J <(UNPACK) >
produces a combined plot of the J function. The J function is the ratio of transformations of the F
and G nearest-neighbor functions. The combined plot shows both the con dence intervals for the
summary statistic and the simulation envelope for comparison with CSR. You can specify the
following option:

UNPACK
produces each constituent J plot separately.

J plots are produced when you specify the J option in the PROCESS statement. If you specify
PLOTS=J without specifying the J option in the PROCESS statement, then PLOTS=J is ignored.
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K < (UNPACK) >
produces a panel of Ripley's K function. The K function is the ratio of the expected number
of point pattern observations within distancef any other observation divided by the average
intensity value of the point pattern. The panel contains four plots: an EDF plot that shows
simulation envelopes for CSR, an EDF-CSR difference plot, a PP plot that compares the EDF
of the summary statistic, and a con dence interval plot that shows envelopes for the con dence
intervals of the summary statistic.

The K plot is produced when you specify the K option in the PROCESS statement. If you
specify PLOTS=K without specifying the K option in the PROCESS statement, then PLOTS=K
is ignored. You can specify the following option:

UNPACK
suppresses paneling of the K function plots and produces each constituent plot separately.

L <(UNPACK) >
produces a panel of the L function, which is a transformation of the K function. The panel
contains four plots: an EDF plot with simulation envelopes for CSR, an EDF-CSR difference
plot, a PP plot that compares the EDF of the summary statistic, and a con dence interval plot
that shows envelopes for the con dence intervals of the summary statistic.

The L plot is produced when you specify the L option in the PROCESS statement. If you specify
the PLOTS=L option without requesting the L option in the PROCESS statement, then PLOTS=L
is ignored. You can specify the following option:

UNPACK
suppresses paneling of the L function plots and produces each constituent plot separately.

LURKING < (lurking-plot-options) >
requests lurking variable plots, which show the cumulative raw residual with respect to the
covariates or the coordinate variables or both. By default, PROC SPP computes lurking variable
panel plots with respect to both covariates and coordinates. You can specify the following
lurking-plot-options:

ALL
creates lurking variable plots of the model's covariates and of the coordinate variables that
are speci ed in the PROCESS statement.

COORD
creates lurking variable plots only of the coordinate variables that are speci ed in the
PROCESS statement.

COVAR
creates lurking variable plots only of the covariates and does not create plots with respect to
the coordinate variables X and Y.

UNPACK
unpacks the lurking variable panel plots into individual lurking variable plots.

The default is LURKING(ALL).
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NONE
suppresses all plots.

OBSERVATIONS < (observations-plot-option) >
OBSERYV < (observations-plot-option) >

OBS < (observations-plot-option) >
produces the observed data plot. You can specify the followfisgrvations-plot-options:

ATTR=EVENT | MARK
speci es the observations attribute that you want to plot. You can specify the following
values:

EVENT
speci es a plot of the locations of the point-pattern event observations.

MARK
speci es a plot of the locations and the mark values of the point-pattern event observa-
tions. If you do not specify OBS(MARK) or if the analysis skips the speci ed mark
variable, then the observations plot request is ignored.

PCF < (UNPACK) >
produces a combined plot of the pair correlation functipgn,The combined plot shows both the
con dence intervals for the summary statistic and the simulation envelope for comparison with CSR.

The PCF plot is produced when you specify the PCF option in the PROCESS statement. If you
specify the PLOTS=PCF option without specifying the PCF option in the PROCESS statement, then
PLOTS=PCEF is ignored. You can specify the following option:

UNPACK
suppresses the combination of different PCF plots into a single plot and produces each constituent
plot separately.

RESIDUAL < (residual-plot-options) >
produces a plot of the residual diagnostics. By default, the SPP procedure produces a panel plot that
contains smoothed raw residuals, raw residuals, and lurking variable plots with respect to the X and Y
coordinates. In addition, you can specify the followhegidual-plot-options:

TYPE=CUM | RES
speci es the type of residual to be plotted in the lurking variable plots of the coordinate variables.
You can specify the following values:

CUM plots the cumulative residual
RES plots a noncumulative residual as a scatter plot.
UNPACK

unpacks the panel plot, which contains smoothed raw residuals, raw residuals, and a lurking
variable plot, into four separate plots.
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SEED=seed-value
speci es the seed to use for the random number generator. The SEED= value has to be an integer.

TRENDS
produces a plot of all trend covariates. This option is ignored if no trend covariates are speci ed in the
TREND statement.

BY Statement

BY variables ;

You can specify a BY statement with PROC SPP to obtain separate analyses of observations in groups that
are de ned by the BY variables. When a BY statement appears, the procedure expects the input data set to be
sorted in order of the BY variables. If you specify more than one BY statement, only the last one speci ed is
used.

If your input data set is not sorted in ascending order, use one of the following alternatives:

» Sort the data by using the SORT procedure with a similar BY statement.

» Specify the NOTSORTED or DESCENDING option in the BY statement for the SPP procedure. The
NOTSORTED option does not mean that the data are unsorted but rather that the data are arranged
in groups (according to values of the BY variables) and that these groups are not necessarily in
alphabetical or increasing numeric order.

» Create an index on the BY variables by using the DATASETS procedure (in Base SAS software).

For more information about BY-group processing, see the discussi®ALanguage Reference: Concepts
For more information about the DATASETS procedure, see the discussionBat&eSAS Procedures Guide

COVTEST Statement

COVTEST process-name = trend-name <trend-name, ... ></options > ;

You use the COVTEST statement to perform covariate dependency tests that are based on an empirical
distribution function (EDF). The COVTEST statement contains two essential pgntscess-name (which

must be declared in a PROCESS statement that precedes the COVTEST statement) that you specify on the
left side and a list ofrend-names (which must be de ned in a preceding TREND statement within the same
PROC SPP call) that you specify on the right side. The procedure performs separate EDF tests for every
trend-name that is speci ed in the right side of the COVTEST statement. When you include a trend on the
right side of the COVTEST statement, PROC SPP performs a weighted EDF test. Performing EDF tests
involves computing EDF statistics, for which the SPP procedure calculates the Kolmogorov-Sbiirnov
statistic by default. PROC SPP also produces an EDF plot for the Kolmogorov-Sniirsiatistic, which

you can request by using the TEST=D option. If you are interested instead in the Cramér—volW¥lises
statistic, you need to request it via the followiogytest-option:
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TEST=CM | D
requests the test statistics for any type of requested weighted tests. This option applies only if you have
speci ed a trend on the right side of the COVTEST statement. The requested weighted test statistic is
applied to every trend that is speci ed on the right side of the COVTEST statement. You can specify
the following values:

D requests the Kolmogorov-Smirn@y statistic.
CM requests the Cramér—von MisS@g statistic.

By default, TEST=D.

MODEL Statement
MODEL process-name = <trend-name, ... > </model-options > ;

The MODEL statement enables you to t an inhomogeneous Poisson process model. You must specify a
process-name as the dependent variable. In addition, the MODEL statement enables you to specify multiple
trends as covariates. If you do not specify any trends as covariates in the MODEL statement, PROC SPP tsa
second-degree polynomial. Thencess-name must be de ned in a preceding PROCESS statement, and each
trend-name must be de ned in a preceding TREND statement. Table 93.2 summarize®tied-options

that you can specify.

Table 93.2 MODEL Statement Options

Option Description

CENSCALE Displays optimization centering and scaling information

CORRB Requests the approximate correlation matrix

CovB Requests the approximate covariance matrix

CL Constructs a&-type con dence interval

GOF Performs a chi-square-based goodness-of- t

GRID Speci es the intensity response GRID size

ITHIST Requests the optimization iteration history

OUTINTENSITY Speci es an output data set to store the intensity estimates

OUTSIM Speci es an output data set to store the simulations from an intensity model

POLYNOMIAL Requests an additional polynomial component to be included in the model
tting process

RESIDUAL Requests residual computations and speci es the bandwidth for smoothed
residuals
SOLUTION Requests display of raw results

You can specify the followingnodel-options:

CENSCALE
lists the centering and scaling (standardization) information for each coordinate and covariate in the

model.
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CL< (alpha-value) >
requests &type con dence interval for the estimated parameters. You can also specify the signi cance
level via thealpha-value. The defaultlpha-value is 0.05, which corresponds to the default con dence
level of 95%.

CORRB
requests the estimated correlation matrix for the parameter estimates. To request the estimated
correlation matrix for the model parameters with respect to the standardized covariates, specify both
this model-option and the SOLUTIONmodel-option.

covB
requests the estimated covariance matrix for the parameter estimates. To request the estimated
covariance matrix for the model parameters with respect to the standardized covariates, specify this
model-option and the SOLUTIONmodel-option.

GOF(num-simulations )
requests a goodness-of- t test for the tted intensity model. You can specify the number of Monte
Carlo simulation runs as an integerriam-simulations. By default, the SPP procedure performs 100
simulations when you specify this option. It is recommended that you specify a QUADRAT option
in the de nition of the response/dependent point pattern in the PROCESS statement. If you do not
specify such an option, the SPP procedure uses a défaultLO quadrat.

GRID(value-NX ,value-NY )
speci es the grid resolution for model tting, whesalue-NX speci es the number of grids in the
horizontal direction andalue-NY speci es the number of grids in the vertical direction. By default,
the SPP procedure tsthe model ori28 128grid.

ITHIST< (PARM) >
requests an iteration history table for the model- tting optimization. Specify this option to produce
additional levels of output detail. You can specify the following value:

PARM
includes the tting parameters in the iteration history table.

OUTINTENSITY=SAS-data-set
speci es aSAS-data-set in which to store the output intensity estimate.

OUTSIMK (iter-value) >=SAS-data-set
speci es aSAS-data-set in which to store a simulated point pattern from a tted intensity model.
Specify the number of iterations initer-value > to generate multiple point pattern data sets. By default,
the number of simulation iterations is set to 1.

POLYNOMIAL|POLY< ( degree ) >
speci es a polynomial trend in the coordinates. You can also specifgdbee of the polynomial
component. If you do not specify the degree, PROC SPP procedure uses a second-degree polynomial
by default.

RESIDUAL(B=value)
requests residual diagnostics for the inhomogeneous Poisson process model. If you specify this option,
you must also specify the residual bandwidth for computing smoothed residuals via the B= suboption.
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SOLUTION
displays the parameter estimates table in a location- and scale-standardized space. For optimization
purposes, any polynomial coordinates and covariates in the model are centered and scaled. The
parameters and the approximate covariance and the correlation matrices are displayed by default in
the untransformed, unstandardized space. This option causes the output to be displayed on the basis
of the actual tted parameters in the transformed space. If you also specify the COVB or CORRB
model-option (or both), then PROC SPP also displays the estimated covariance or correlation matrix,
respectively (or both), in the transformed space.

You can specify additional options that are related to the nonlinear optimization aspects of the MODEL
tting process via the NLOPTIONS statement.

NLOPTIONS Statement
NLOPTIONS <options > ;

The NLOPTIONS statement speci es details about the nonlinear optimization technique that PROC SPP
uses to maximize the log-likelihood function for the rst-order intensity model. By default, PROC SPP uses
the Newton-Raphson with ridging optimization technique. For more information about the NLOPTIONS
statement, see the section “NLOPTIONS Statement” on page 488 in Chapter 19, “Shared Concepts and
Topics.”

PARMS Statement
PARMS value-list </ PARMSDATA =SAS-data-set> ;

The PARMS statement speci es initial values for the parameters in the MODEL statement. Alternatively, the
PARMS statement can request a grid search over several values of these parameters. The PARMS statement
is optional and must follow the associated MODEL statement.

Table 93.3 PARMS Statement Options

Option Description

Component Options
PARMSDATA= Speci es an input data set that contains initial values for the model parame-
ters

Speci cation of parameter values in the PARMS statement is ordered, but the order is unrelated to the order in
which you specify covariates in the MODEL statement. In particular, you must specify the initial parameter
values by starting with the intercept parameter. Depending on the terms you specify in the model, you must
continue sequentially by specifying the initial values for each of the monomials in a polynomial, and nally
specify the coef cients that correspond to plain covariate terms in the model. If you have no initial value for
one or more of the model parameters, then you can specify missing values as initial values. You can specify
thevalue-list in any of following forms:
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m a single value
mi;my; i mp Several values
mton a sequence in whichh equals the starting value, equals the ending value, and the

increment equals 1

mton byi a sequence in whicim equals the starting value,equals the ending value, andquals
the increment

m1; mo to ms mixed values and sequences

For example, suppose you are tting an intensity model that consists of a polynomial of rst degree in each of
the coordinateg andy and a term with the covariate varialféevation. You want to specify an initial value

of —=3.5 for the intercept, and an initial value of -5 for the covariésation. In the PARMS statement, you
specify initial values for théntercept parameter and the parameter of Bievation variable, and no initial
values for the parameters of the polynomial tesisy, andy. The following SAS statements implement
these speci cations:

proc spp data=sashelp.bei plots(equate) = intensity;
process trees = (x,y /area=(0,0,1000,500) event=Trees);
trend grad = field(x,y,gradient);
trend elev = field(x,y,elevation);
model trees = elev / grid(50,25) poly(1);
parms (-3.5) () (-5);
run;
If you specify more than one set of initial values, a grid of initial values sets is created. PROC SPP searches
among the speci ed sets for the set that yields the lowest objective function value. Then, the procedure uses
the initial values in the selected set for the optimization.

The results from the PARMS statement are the values of the parameters on the speci ed grid.

You can specify the following option after a slash (/) in the PARMS statement:

PARMSDATA= SAS-data-set

PDATA=SAS-data-set
speci es the SAS data set from which to read model parameter values. The data set should contain the
values in the sequence that is required by the PARMS statement in either of the following two ways:

» Specify one single column under the variaBstimate (Est) that contains all the parameter
values.

» Use one column for each parameter, and placentt@dumns under thearm1-Parmn variables.

For example, the following two data sets are equivalent ways to specify initial values for a model that
requires four parameters:

data parDatal,;
input Estimate @@;
datalines;

0.5 -2 0.03 -34
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data parData2;

input Parml Parm2 Parm3 Parm4 Parm5 Parm6 Parm7;
datalines;

05-203..1-5

05-201..01-5

You can specify more than one set of initial values in $#s-data-set. PROC SPP seeks among the
speci ed sets for the one that gives the lowest objective function value. Then, the procedure uses the
initial values in the selected set for the tting optimization.

You can either explicitly specify initial parameter values in the PARMS statement or use the PDATA=
option, but you cannot use both at the same time.

PROCESS Statement

PROCESS name = (variables </pattern-options > )</process-options < distance-function-options>> ;

The PROCESS statement de nes a point pattern for analysis. You must use a valid SAS vaitiabte

de ne the process and you can described it by usaripbles that contain theX andY coordinates of the

points within the point pattern. Theriables must also be in the DATA= data set. You can also specify
pattern-options andprocess-options. Thepattern-options are related to different attributes of the observed
point pattern that is read from the DATA= data set. phecess-options represent different analyses that are
associated with a point pattern. These analyses are usually helpful in characterizing the underlying stochastic
process that might have generated the point pattern. The PROCESS statpat&mtisoptions are listed in

Table 93.4. The PROCESS statemenptiscess-options are listed in Table 93.5.

Table 93.4 Point Pattern De nition Options

Option Description

AREA=  Speci es a rectangular study window
EVENT= Species an EVENT variable that identi es individual point pattern events
MARK=  Speci es the MARK variable for the point pattern

You can specify the followingattern-options, which enable you to describe various aspects of a point pattern
data set:

AREA=(xmin-number, ymin-number, xmax-number, ymax-number)

speci es parameters that de ne the study area bounds for the spatial point pattern. This option describes
is a key attribute that governs the intensity estimates that are obtained by different methods in PROC
SPP. When you specify this option, you must identify all the following area speci cations:

* xmin-number, the lower left limit for thex coordinate

* ymin-number, the lower left limit for they coordinate

» xmax-number, the upper right limit for thex coordinate and

* ymax-number, the upper right limit for they coordinate
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If there are BY groups in the DATA= data set, then the explicit bounds remain the same across all
BY groups. If you do not specify this option, then PROC SPP estimates a default area based on the
Ripley-Rasson window estimator. For more information about the Ripley-Rasson window estimate,
see the section “Ripley-Rasson Window Estimator” on page 7801.

EVENT=variable-name
speci es an event variable that is associated with instances (points) in this point pattern. If your DATA=
data set also contains information about covariates, use this option to identify the events in the point
pattern.

MARK=variable-name
speci es a character or quantitative variable from the DATA= data set as a mark variable. Character
variable marks are used for requesting distance function summary statistics across different variable

values.
Table 93.5 PROCESS Statement Options
Option Description
F Computes the empty-space F function
G Computes the G function
J Computes the J function
K Computes the K function to test for complete spatial randomness (CSR)
KERNEL Obtains a nonparametric intensity estimate of the point pattern
L Computes the L function

OUTSIM Speci es an output data set to store the simulated data sets in computation
of distance functions

PCF Computes the PCF function

QUADRAT Performs a quadrat based test for CSR

You can specify the followingrocess-options to study the point pattern data set and the underlying spatial
point process that is likely to have generated this pattern:

F<GRID(value-NX,value-NY) >
performs a test for complete spatial randomness that is based on the empty-space F function. For
more information about the F function and related functions see the section “Statistics Based on
Second-Order Characteristics” on page 7797. You can specify the following suboption:

GRID(value-NX, value-NY)
speci es a reference grid for computing the empty-space F function, wh&re-NX represents
the number of horizontal divisions ardlue-NY represents the number of vertical divisions. By
default, the SPP procedure usesa 50grid.

performs a test for complete spatial randomness that is based on the nearest-neighbor G function.

J<GRID(value-NX, value-NY) >

performs a test for complete spatial randomness that is based on the J function. You can specify the
following suboption:
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GRID(value-NX, value-NY)
speci es a reference grid for computing the J function, whettee-NX represents the number of
horizontal divisions andalue-NY represents the number of vertical divisions. By default, the
SPP procedure use$8 50grid.

performs a test for complete spatial randomness that is based on the K function.

KERNEL< (kernel-suboptions) >
produces a nonparametric estimate of the rst-order intensity, or a nonparametric smoothed estimate of
a quantitative mark variable of the point pattern, depending oketimel-suboptions. When you do not
specify thekernel-suboptions, PROC SPP computes a nonparametric intensity estimate that is based
on a default bandwidth and uses a Gaussian kernel. You can specify the follemiedrsuboptions.

TYPE=EPANECHNIKOV | GAUSSIAN | QUARTIC | TRIANGULAR | UNIFORM
speci es the kernel type for obtaining the nonparametric estimate. For more information about
the different kernel types that PROC SPP supports, see the section “Nonparametric Intensity
Estimation” on page 7803. By default, TYPE=GAUSSIAN.

B=value
speci es thevalue for the kernel bandwidth parameBar_. The bandwidth is a nonnegative number.
By default, the SPP procedure uses a bandwidthbt , where isthe CSR average intensity
of the point pattern (lllian et al. 2008, p. 236).

ADAPTIVE
performs adaptive kernel estimation. Adaptive kernel estimation requires an initial bandwidth
value to compute bandwidth estimates for each data point. If you specify a bandwidth in the B=
kernel-suboption, then the SPP procedure uses this value as the initial bandwidth. Otherwise,
it uses a default bandwidth value that is based on the suggestion by lllian et al. (2008, p.236).
For more information about adaptive kernel estimation, see the section “Nonparametric Intensity
Estimation” on page 7803.

OUT=SAS-data-set
speci es the name of 8AS-data-set to contain the kernel based nonparametric estimates.

GRID(value-NX, value-NY)
speci es a reference grid for computing the kernel estimate, whate-NX represents the
number of horizontal divisions anclue-NY represents the number of vertical divisions. By
default, the SPP procedure uses0a 50 grid.

performs a test for complete spatial randomness that is based on the L function.

OUTSIM=SAS-data-set
speci es the name of 8AS-data-set to contain the results of simulations in distance functions. This
option is ignored unless one of the distance functions is speci ed in the PROCESS statement.

PCF<B=value >
performs a test for complete spatial randomness that is based on the pair correlation function (PCF)
function. The pair correlation function is calculated only when you specify EDGECORR=ON in the
PROC SPP statement. You can specify the following suboption:
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B=value
speci es the bandwidth value to use in the kernel density estimation inside the pair correlation
function. Thevalue must be a nonnegative real number. Otherwise, it is assigned a default value
of 0:1= , where is the CSR average intensity of the point pattern or of the current categorical
mark type (lllian et al. 2008, p. 236).

QUADRAT< (< value-NX,value-NY > </DETAILS >) >
performs a test for complete spatial randomness. You can spebi-NX andvalue-NY to provide
a quadrat speci cation that includes the number of horizontal and vertical divisions. If you do not
specify the number of horizontal and vertical divisions, PROC SPP computes a default quadrat of
10 10. By default, the QUADRAT option displays only the Pearson chi-square test for CSR. If you
also specify the DETAILS suboption, then PROC SPP displays the quadrat count in addition to the
Pearson residual information.

When you specify an F, G, J, K, L, or P@Focess-option (shown in Table 93.5), you can also specify the
following distance-function-options.

Table 93.6 Distance Function Options

Option Description
BYTYPE Requests categorical mark typewise calculation of distance functions
CROSS Requests cross-type distance function analysis that is based on the categori-

cal mark that is speci ed in the MARK= option
MAXDIST= Speci es the ending distance for distance functions
MINDIST=  Speci es the starting distance for distance functions

NDIST= Speci es the number of distances to use for different distance functions

NSIM= Speci es the number of simulations to compute the CSR envelope

BLOCKS Speci es the block size for calculation of con dence intervals for distance
functions

BYTYPE(ALL| value-list)
requests distance function calculation by values of the mark variable. This option produces individual
distance function calculations for each mark type. You can specify the following options:

ALL

requests distance function calculation for all available character mark variable values in the
DATA= data set.

value-list
requests distance function calculation for certain formatted mark variable values, which you
specify as quoted strings in thelue-list.

CROSS=TYPES(value-listl< ,value-list2 >)
requests cross-type distance function analysis between different mark values. For cross-type analysis,
you must specify a mark variable in the point pattern de nition by using the MARKtern-option.
The CROSS= option applies only to any requested distance functions K, L, G, J, or PCF. You must
specify the TYPES suboption as follows:
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TYPES(value-listl< ,value-list2 >)
requests cross-type analysis only among types that are specivadligrlistl and an optional
value-list2. If you specify onlyvalue-listl, then PROC SPP performs cross-type analysis within
all the types that are speci ed iralue-list1. If you also specify the additionahlue-list2, PROC
SPP performs cross-type analysis across both listsvdfae-listl andvalue-list2, specify quoted
strings that correspond to values of the variable that is speci ed in the MAf#ern-option.

MAXDIST=value | MAX | AUTO | CUT
speci es the option to be used for computing the maximum distance for different distance functions.
You can specify the following options:

value
speci es avalue for the maximum distance for performing distance function calculations. The
value must be positive and larger than the value of the MINDISdlge option. You can specify
any positive value for the maximum distance. However, values that are too large might produce
artifacts that do not re ect the true underlying process.

MAX
uses the maximum possible distance, based on the suggestion by Baddeley and Turner (2013).
The maximum possible distance is calculated as follows:

» For the K, L, and PCF functions, the maximum possible distance is calculated as
p__
minfminfRangex/; Rangey/ g=4; 1000=. /g

where is the intensity of the point pattern in the study area and the rangearafy are
computed over the minimum bounding rectangular window of the study area.

» For the F and G functions, the maximum possible distance is calculated as

p
minfDiameter.W /=2; 10g9.100000/= g

where is the intensity of the point pattern in the study areah@ the minimum bounding
rectangular window of the study area.

 For the J function, the maximum possible distance is calculat@iaaseter.W /=2.

AUTO
uses the maximum possible distance as follows:

« for the F and G functions, uses the distance at which the upper con dence limit is greater

than 1
 for the J and PCF functions, uses the distance at which the variance for the con dence
interval is O

» for the K and L functions, uses the distance that is based on the rule in the MAX.

CuUT
uses the maximum distance at certain cutoff values that are recommended by Baddeley (2014).
The cutoff values are as follows:

 for the F and G functions, the distance at which the F or G value reaches 0.9

« for the J function, the distance at which the F or G value in the calculation of the J function
reaches 0.9
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« for the PCF function, the distance that corresponds to the MAX option that is applied to
individual subdivisions of the study area for computing the con dence interval of the PCF
statistic

« for the K and L functions, the distance that corresponds to theMAX option that is applied to
the entire study area

By default, PROC SPP uses the value of MAXDIST is CUT.

MINDIST=value
speci es a positive number for the minimum distance (or starting) distance for all distance function
calculations. Thealue of this option cannot be more than the value of MAXDIST= option.

NDIST=value
speci es the number of distance bins with which to compute all the speci ed distance functions. This
is a global option that applies to all speci ed distance functions. When you spegifiyafor this
option, the SPP procedure uses thikie instead of others for distance function calculations.

NSIM=value
speci es a positive integer for the number of simulations to be used to compute envelopes for the
CSR tests in all distance functions. When you specify this option, it applies to all speci ed distance
functions.

BLOCKS(NX, NY)
speci es the block size that is required for calculating the con dence intervals of distance functions,
whereNX speci es the number of horizontal blocks aNd speci es the number of vertical blocks.
The block size should be neither too small nor too large for this option to behave reasonably. For
more information about estimating the con dence intervals for distance functions see the section
“Con dence Intervals for Summary Statistics” on page 7800. The default block skze &

TREND Statement
TREND name = FIELD( eld-de nition) ;

The TREND statement enables you to de ne a spatial trend covariate, wheeis a standard SAS variable
name that names the trend and the FIELD suboption describes the eld as follows:

FIELD (X-variable, Y-variable, eld-variable )
speci es a spatial eld variable as a trend by using any spatial eld covariates that are available in the
DATA= data set, wher&-variable speci es the X coordinate andvariable speci es the Y coordinate
of the spatial eld. The third argument is theld-variable , which is a numeric variable in the DATA=
data set.
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Details: SPP Procedure

Testing for Complete Spatial Randomness

The homogeneous Poisson point process serves as a reference model for a completely spatially random (CSR)
point pattern. A homogeneous Poisson point process that has intemdityhas the following properties:

» The number of pointdl.X \ W/ that fall in any regior\; has a Poisson distribution whose mean is
i Wj, wherejWj denotes the area of W.

* If Wi andW, are disjoint sets, theN.X \ Wy/ andN.X \ W,/ are independent random variables.

 TheN.X \ W/ points within a study area W are independent and uniformly distributed.

Quadrat Count Test for CSR

The quadrat test is a test of complete spatial randomness (CSR) that uséstatstic based on quadrat
counts. In the quadrat test, the study area winuéis divided into subregions called quadratg (Ws,... Wn,)

of equal area. The test counts the number of points that fall in each quadban. X \ W /forj D 1;::;m.
Under the null hypothesis of CSR, the are iid Poisson random variables. The following Pearsotest
statistic assesses whether there is a departure from the homogeneous poisson process:

n=m

A signi cant p-value indicates that the underlying point pattern is not CSR.

Exploring Interpoint Interaction
A common question that arises while exploring point pattern data sets is whether points are distributed

independent of each other or whether there exists some kind of interaction between points. There are two
broad categories of summary statistics, which are based on distances between points:

 nearest-neighbor statistics, such as the F, G, and J functions

* statistics that are based on second-order characteristics, such as the K, L, and g functions (lllian et al.
2008).

The following subsections discuss these statistics in detail.
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Nearest-Neighbor Distance Functions

The SPP procedure implements the following nearest-neighbor distance functions:

» empty-space F function
» nearest-neighbor G function

« J function

A typical test that uses any nearest-neighbor function compares the empirical distribution function with the
corresponding function for a homogeneous Poisson process that has rst-order interidguyally, the
rst-order intensity is obtained as the number of observations per unit of Q‘Eam.xlszj.

The empty-space F function is de ned as the empirical distribution function of the observed empty-space
distancesd.qg; x/ , which is measured from a set of reference grid pagrtsthe nearest point in the point
pattern. The empty-space distance can be de ned as

d.g;x/ D minfjjg Xjj;forx; 2 xg

In practice, the computation of the empty-space F function also involves an edge correction. The edge-
corrected empty-space F function is de ned as
X
K/ D e.g;r/lfd.g;x/ rg
i
wheree.g; ;r/ is an edge correction. PROC SPP implements the border edge correction (lllian et al. 2008, p.
185-186) as described in the section “Border Edge Correction for Distance Functions” on page 7800.

For a homogeneous Poisson process that has rst-order intengtg F function is
Fp.r/ D1 exp. r 2/

You compare the empirical and Poisson empty-space F function by using the EDF and the P-P plot in the
F function summary panel plot. Values®&#/ > F p.r/ suggest a regularly spaced pattern, and values of
FOr/ < F p.r/ suggest a clustered pattern (Baddeley and Turner 2005).

The nearest-neighbor G function is the empirical distribution of the observed nearest-neighbor distance of the
points within the point pattern. In practice, the G function also involves an edge correction and is de ned as
X
®r/ D  ex;r/lfd;i rg
i

wheree.x;; r/ is the border edge correction (lllian et al. 2008, p. 185-186) as described in the section “Border
Edge Correction for Distance Functions” on page 7800dinid the distance to the nearest neighbor for the
ith point.

For a homogeneous Poisson process that has rst-order intenghe G function can be de ned as

Gp.r/ D1 exp. r 2/

The interpretation of®r/ is opposite to the interpretation BPr/ . That is, values ofr/ > G p.r/ imply
a clustered pattern, and values®¥/ < G p .r/ suggest a regular pattern (Baddeley and Turner 2005).
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The third type of nearest-neighbor distance function is the J function, which is de ned as a combination of
both the F and G functions (van Lieshout and Baddeley 1996). The J function is de ned for all digtances
such thafF.r/ <1 . The J function can be de ned as

1 G/
Jr/ D ——
1 Fur/
For a homogeneous Poisson procgssy/ D 1. WhenJ.r/ takes values greater than 1, regularity is
indicated; wherd.r/ takes values less than 1, the underlying process is more clustered than expected. As can
be seen from the expressiondf/ , its computation does not require an edge correction.

Statistics Based on Second-Order Characteristics

Statistics that are based on second-order characteristics include Ripley's K function, Besag's L function, and
the pair correlation function (also called théunction). To understand why these functions are based on
second-order characteristics, see lllian et al. (2008, p. 223-243). These functions usually involve computation
of pairwise distances between points.

The K function of a stationary point process is de ned such tkat is the expected number of points
within a distance of r from an arbitrary point of the process. The empirical K function of a set of points is the
weighted and renormalized empirical distribution function of the set of pairwise distances between points.
The empirical K function can be written as

X X - -
K¥) D —— Mixi  xjpji  roexi;xlr/
i joi
wheree.x;; X; It/ is the border edge correction that is described in the section “Border Edge Correction for

Distance Functions” on page 7800.

For a homogeneous Poisson proc&ss,r/ can be written as

Kp.r/ D r?2

Exploratory analysis usually involves computing both the empirical K funceh, , and the K function
for a Poisson procesk,p .r/ . A comparison oK # andKp.r/ might indicate clustering or regularity
depending on whethé€X/ > K p.r/ ork}/ <K p.r/.

Besag's L function is a transformation of the K function and is de ned as

r
K.r/
Lr/ D —

For a homogeneous Poisson procéss,r/ D r.

The pair correlation functiorg(r), can also be expressed as a transformation of the K function:

KOr/
2r

lllian et al. (2008), Stoyan (1987), and Fiksel (1988) suggest an alternative expresgjori for

g.r/ D

gr/ D /= 2
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where .r/ is the second-order product density function. Cressie and Collins (2001) provides an expression
for .r/ as

QK O/

.l D
2r

where @K Or/ can be written as a kernel estimate,

1 X' X
Gk D = kn.ixi  xjii
a'iDljni

wherea is the areak;,.u/ D k.u=h/=h, andk.:/ is a kernel such as the uniform kernel or the Epanechnikov
kernel (Silverman 1986). PROC SPP uses the version that is based on the uniform kernel; for more information
about the uniform kernel, see the section “Nonparametric Intensity Estimation” on page 7803. Based on the
formula for the second-order product density in terms of the kernel estimate, Stoyan (1987) gives an
edge-corrected kernel estimate fov as
D 1 XX kixi X v

2r o aw\ w/

joi

Based on the preceding expression for the product density and a planar version of Moller and Waagepetersen
(2004),9.r/ can be written as

x/ 1 XX kedixi xjji v/

./ D D - -
J G 21 Qjwj WA W

joi
A border-edge-corrected version@f/ can be written as

P . .
i j,ﬁ-kh.”xi Xjjj rl

1/ D .
9P oo Ifby rg

wherex; andx; are points within the boundary at a distance greater than or equaimoereb; is the
distance ofx; to the boundary oW, @W and wherek,.u/ D k.u=h/=h for a kernelk.:/, such as the
uniform kernel or the Epanechnikov kernel. For more information about the uniform kernel, see the section
“Nonparametric Intensity Estimation” on page 7803. For a homogeneous Poisson pgoce$s,1. For any

point pattern, values ajf.r/ greater than 1 indicate clustering or attraction at distanedereas values of

g.r/ less than 1 indicate regularity.

Distance Functions for Multitype Point Patterns

Distance functions (such as G, J, K, L, and g) can also be de ned for point patterns that are “marked” with a
categorical mark variable, called a type. Usually you consider mark variables that have more than one type to
de ne distance functions. When distance functions are de ned between two types, they are called cross-type
distance functions. For any pair of typeandj, the cross-distance functio® , J;j , Kj , Lj , andg;

can be de ned analogously to the single-type distance functions. The interpretation of cross-type distance
functions is slightly different from the interpretation of single type functions. Suppos&tisahe point

pattern X; refers to the subpattern of points of typeX; refers to the subpattern of points of typand |
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represents the intensity of the subpattéfn Then the interpretation is to tre¥{ as a homogeneous Poisson
process and independentXf. If the computed empirical cross-type function is identical to the function that
corresponds to a homogeneous Poisson processxXihandX; can be treated as independent of each other.

The empirical cross-G-functio; , is de ned as the distribution of the distance from a point of typeX;
to the nearest point of tygen X; . Formally,G; can be written as

X
Gj.r/ D ex;r/lfdy rg

i
wheree.x;; r/ is an edge correction artj is the distance from a point of typeo the nearest point of type
j. If the two subpatternX; andX; are independent of each other, then the theoretical cross-G-function is

Gj.r/D1 exp. jr?
The empirical cross-type J-functiody, , can be de ned again in terms of tiig function and the empty-

space F function for subpatteX) as

1 Gj.r/

Jj .r/ D Jj .r/ D
: ' 1 Fjul

whereF; .r/ is the empty-space function for the subpatt&in If the two subpatternX; andX; are
independent of each other, then the theoretical cross-J-funcU]qmié D 1

The empirical cross-type K functiok,; , is 1= j times the expected number of points of typeithin a
distancer of a typical point of type. Formally,Kj can be written as

X X

Kj.r/ DKj.r/ D Wixi x5 roexi;xjlr/

Wi j
wheree.x;; x; Ir/ is an edge correction. If the two subpatteysandX; are independent of each other,
then the theoretical cross-K-functionKs,i r/ D r?2.

The empirical cross-type L functioh,j , is a transformation ok . Formally,L; can be written as
r

Lj ./ D Lj ./ D

Kij xr/
2r

If the two subpatternX; andX; are independent of each other, then the theoretical cross-type L-function is

Lij x/ Dr.

The empirical cross-type pair correlation functigg,, is a kernel estimate of the form
./ 1 X X knjixi xjii

.l D D
9t G " 2r OQwj | i WA W/

A border-edge-corrected versiongyf .r/ can be written as
P P . .
i jth.Jin Xjj rl

2r 9 C b rg

gj .r/ D

whereb; is the distance af; to the boundary o¥V, which is denoted a@W If the two subpatternX; and
X;j are independent of each other, then the theoretical cross-type pair correlation fungEiorI i$ 1.
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Border Edge Correction for Distance Functions

To compute the edge correction facters; ; r/ that appear in the formulas of the distance functions, the SPP
procedure implements border edge correction (lllian et al. 2008; Ripley 1988; Baddeley 2007). Border edge
correction is necessary because the data are given for a bounded observation Windotithe pattern itself

is assumed to extend beyond the observation window. However, because you can observe only what is within
the window, a disd.x;r/ of radiusr around a poink that lies close to the boundary W might extend
outsideW . Because the original proceXsis not observed outsid&/, the number of points o in b.x;r/

is not observable (Baddeley 2007). Ignoring the fact that the observable quantity W\ b.x;r// isless

than or equal tm.X \ b.x;r// leads to a bias that is caused by edge effects. The border edge corrector is a
simple strategy to eliminate the bias that is caused by edge effects. Under the border method, theMWindow

is replaced by a reduced window,

W.; DWe b.O;r/Dfx2WWy) @W rg

wherejjx  @Vj] denotes the minimum distance from X to a point on the boundary. The reduced window
contains all the points iV that are at leastunits away from the bounda®W

Based on the preceding de nition, the border edge corrected F, K, and G functions are

1 X
r/ D W 1fd.gj ;x/ rg

-1l gj 2W. ;
P, P . N
Kx/ D _P1 jei HWixi Xjli rg
' Bx \ W,/
P Iifiixi X=xjj rg
) D K 2We o i = Xi
Cni X\ W. /

P

cAfdi by rg
r/ D i pldiniby
S (1fby rg

where OD n.x/= JWi;jixi  X=X;]j is the observed nearest-neighbor distadcefor theith pointx; ; and
b; is the distance fromy; to the boundary@W For more information about these border-edge-corrected
functions, see Baddeley (2007).

Con dence Intervals for Summary Statistics

The SPP procedure computes con dence intervals for the true value of a summary statistic such as the K,
L, F, G, J, or PCF function. The window that contains the point pattern is divided into a number of blocks.
By default, PROC SPP divides the window iffo 5 blocks. The summary statistic is calculated in each
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block, and the pointwise sample mean, sample variance, and sample standard deviation of these summary
statistics are computed. If any edge corrections are required, they are also applied in the calculation of the
individual summary statistics within each block. If the summary statistic is a function such as the K function,
the estimate for a particular block B is computed by counting pairs of points in which the rst point lies in B

and the second point lies elsewhere (Baddeley and Turner 2013).

The variance of the summary statistics is estimated by

P m
var. K// afki KX g
fm.m 1/g

heremis the number of block; is the value of the summary statistic in individual blocks, #&d D
M 1 ki=m(Diggle 2003, 52-53).

Ripley-Rasson Window Estimator

When the sampling window for a point pattern is unknown, it can be estimated from the data. A common error
is to assume thaw is the smallest rectangle that contains the data points, or is the convex hull that encloses
the data points (Baddeley 2010). Either choice is an underestimate of the true\Wegind usually yields an
overestimate of the point process intensitgr summary statistics such as the K function. The Ripley-Rasson
window estimator is an estimate of the spatial window from which the points were drawn (Ripley and Rasson
1977). For estimating a rectangular study region, the Ripley-Rasson estimate is the rescaled copy of the
minimum boundiqp box of the collection of points, centered at the box's centroid and expanded using a

scaling factor ofl= 1 %, wheren is the number of data points.

Covariate Dependence Tests

For analyses that include covariates, the SPP procedure implements nonparametric goodness-of- t tests that

are based on the empirical distribution function (EDF). PROC SPP provides weighted EDF tests that depend
primarily on the covariate values.

The next subsection reviews the EDF tests that are at the heart of covariate dependency testing, and the
subsequent subsection describes the covariate dependency tests in more detail.

EDF Goodness-of-Fit Tests

You use goodness-of- t tests to examine the t of a parametric distribution. In the SPP procedure, this task
emerges when you test your data for dependence on a covariate. You can examine the goodness of t by
using tests that are based on the EDF. These tests offer advantages over traditional chi-square goodness-of- t
tests, as discussed in D'Agostino and Stephens (1986). The empirical distribution function is de ned for a

Denote the observations ordered from smallest to largestas: : : ; X ;. Then the empirical distribution
function,F,.x/ , is
8
< 0 x<Xy
Fox/ D. L Xy x<Xjcy iDZ1:nn 1
: 1, Xn X
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Fn.x/ is a step function that takes a step of heiéhat each observation. This function estimates the
distribution functionF .x/ . At any valuex, F,.x/ is the proportion of observations that are less than or equal
to x, whereas-.x/ is the probability of an observation being less than or equal EDF statistics measure
the discrepancy betweéty .x/ andF .x/ .

The computational formulas for the EDF statistics make use of the probability integral transformation
Z D F.X/.If F.X/ isthe true distribution function of, then the random variab®is uniformly distributed
between 0 and 1. For example, assume that you beeveN. ;  2/. In this case, the probability integral
transformz D F.X/ forthe normaN.; ?/is given by the EDF of the standardized val¥e /= . To

test the t of your sample EDFF,.x/ to the assumed exa€t X/ , you can equivalently test the t &¥,.z/ to

the EDFF.Z/ ofZ. AsZ U.0;1/,F.Z/ isthe cumulative density function (CDF) of the standard uniform
U.0; 1/, which is simplyF.Z/ D z. This also means that your empirida|.x/ D F,.z/. Consequently,

the probability integral transform translates the initial t task into an easier comparison beffwegnand

F.zl.

There are two main classes of EDF statistics: the supremum and the quadratic class. The supremum class is
based on the largest vertical difference betwex/ andF,.x/. The quadratic class is based on the squared
difference.F,.x/  F.x// 2. Quadratic statistics have the following general form:

ZCl

QDn Fnxl  Fxll? xIdF .x/
1

The function .x/ weights the squared differende,.x/ F.x// 2.

As previously discussed, the SPP procedure considers the ordered obseiXafions ; X ,, and computes
the value< ;; D F.X j, / by applying the probability integral transform. PROC SPP examines the goodness
of t by computing the following two EDF statistics:

» Kolmogorov-Smirnov two-side® from the supremum class

« Cramér-von MisedV? from the quadratic class

Within the different classes of EDF statistics, the quadratic class is known to have more powerful statistics
than the supremum class. The details of the statistics used by PROC SPP are discussed in the following
subsection.

After the EDF test statistics are computed, the SPP procedure computes the associated signi cance values.
In the scope of the PROC SPP analysis, the true distribution fundfioty,, is a completely speci ed
distribution. For computations in this scenario, PROC SPP applies slightly moBi @adW ? statistics, as
described by D'Agostino and Stephens (1986).

Testing Covariate Dependency with EDF Tests

In a test for covariate dependency, the goal is to test the null hypotHgsthat the point process is
independent of the covariate. PROC SPP tEgtdy interpolating the covariate values at the event locations.
The EDF is weighted by the intensity at the corresponding locations (Baddeley and Turner 2005). PROC
SPP performs this weighted EDF test for covariates that are de ned in a TREND statement.
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Weighted EDF Tests

To test dependence on a trend covariate, PROC SPP initially computes the covariate EDF. The EDF is
weighted by using intensity-based weights to account for the current intensity model. For example, under
the CSR assumption the intensityi§ constant across the study area; hence, the weight for each of the
M observations of a covariate is= ;M ; D =M D 1=M. This weighted EDF is the predicted
distribution that any other set of independent covariate observations should follow under the assumed
intensity model.

analysis assumes a linear semivariance correlation function and considers the four closest covariate observa-
tions for each event location. The outcome is a set of covariate valuad/ith the X; in hand, PROC SPP
assumes that the probability integral transfan F.X/ is the linear interpolation of the weighted EDF at

the covariate valueX;, and it produces the transformed EBKn EO; 11f the intensity model assumption is

correct, therZ follows a uniform distributiorlJ.0; 1/. Finally, PROC SPP uses EDF tests to examine the t

of the EDFF,.x/ D F,.z/ to a standard uniform EDF.

Nonparametric Intensity Estimation

The KERNEL option in the PROCESS statement enables you to perform nonparametric intensity estimation.
You can use ve different kernel types: Epanechnikov, %aussian, uniform, triangular, and quartic (Silverman
1986), whose kernel functions are as follows, wheke = .s, x/2C.sy, y/?=h, s, s, are the grid

point coordinates andy are the point coordinates, ahds the bandwidth parameter:

Epanechnikov

( 2 R <
K.t/ D %l %/pl_g <5
' 0 otherwise
e Gaussian
K.t/ D p?
e uniform
Ky p 2 19<1
' 0 otherwise
* triangular
K.t/ D Lit ju<t
' 0 otherwise
* quartic

15 212 i+

=1 t°/ ti<1

Kt/ D 16 U _
0 otherwise
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Given the preceding kernel de nitions, the nonparametric intensity estimate can be computed as

iD1

whereh is the xed bandwidth. In practice, nonparametric intensity estimation also involves an edge
correction. By default, PROC SPP divides the nonparametric estiraatédy an edge correction factor
VA
s/ID h?2 gk > 98
A h
whereA is the study area. The choice of the bandwidth parameter that nonparametric intensity estimation
requires is more important than the choice of the kernel type itself (Silverman 1986). The bandwidth can be
spatially xed or spatial varying. If the bandwidth is spatially varying, it is called adaptive kernel estimation.
For adaptive kernel estimation, the SPP procedure uses the technique suggested in Silverman (1986, p. 101)
and Diggle, Rowlingson, and Su (2005, p. 426), which is computed in two steps:

1. Use an initial bandwidth to compute pilot estimates of the rst-order intensity as

x s
0s/D h? K
iD1

S
h

whereK(.) is a kernel.

2. Compute bandwidth factors as

OS/ 0:5

hi D h
wherely is the geometric mean of the pilot estimategss/.

Based on the computed bandwidth estimatesthe nonparametric intensity estimates are computed as

X s

s/ D h? K
_ h;
iD1

S

In PROC SPP, adaptive kernel estimation does not incorporate edge correction.

Inhomogeneous Poisson Process Model Fitting

An inhomogeneous Poisson process that has intensity fundibns a point process in which the number
of points that fall in a spatial region W.X \ W/ has the following expectation:
z

EEN.X W/D .slds
w

Also, theN.X \ W/ points are independent and identically distributed for disjoint subsets W with a
probability density of

ts) DRSS

w -Slds
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Likelihood Methods for Model Fitting

The intensity function .s/ is assumed to be log linear in the parameterSo
log .s/D Zsl/

whereZ.s/ is a real-valued or vector-valued function of locat®rZ.s/ can include a polynomial function
of coordinate variables or a spatial covariate. The log likelihood for the parameegsven by
30 z
logL. Ix/ D log .xi/ .s/ds
iD1 w

The integral in the expression for the log likelihood can be approximated using quadrature as

z o
.slx/ds Sj IX/w

W iD1

for some quadrature weightg . Hence, the log likelihood can be rewritten as follows:
</ X
logL. Ix/ log .xilx/ Sj I xIwj

iD1 iD1

Based on the observation by Berman and Turner (1992) and Baddeley and Turner (2000), the log likelihood
can be approximated as

x
logL. Ix/ yj log j i Iwj
jp1
where j D .sj/. If the list of pointsfs ,j D 1,..., ngalso includes the collection of data points

fxj,i D 1,..., g theny; D z =w; and

. 1 if 5 is adata pointg 2 x
J 0 if 5 is adummy points 62X

The log pseudolikelihood can be maximized using standard optimization algorithms.

Fit Statistics

The SPP procedure displays three t statistics for model selection. For a model thpaeaneters, uses
n event observations, and produces a maximum log likeliHoaglL, these criteria are calculated as in
Table 93.7.
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Table 93.7 Fit Statistics
Option Description
—2 log likelihood 2LLD 2LloglL
Akaike's information criterion (AIC) AICD 2LogLC 2p

Schwarz criterion or Bayesian informaBIC D 2 LogL C p log.n/
tion criterion (BIC)

The AIC and BIC statistics give two different ways of adjusting the —2 Log L statistic for the number of
terms in the model and the number of observations used. These statistics can be used when different models
for the same data are compared. Lower values of the statistics indicate a more desirable model.

Fitted Model Validation That Uses Goodness-of-Fit Tests

If you want to check how likely the data are to be generated by the tted model, you can perform a goodness-
of- t test that is based on a chi-square statistic. The model goodness-of- t test that is displayed by the
GOF option in the MODEL statement uses quadrats to compute the observed and expected counts and
subsequently to perform the chi-square test. The model goodness-of- t test is a simulation-based test that
uses the tted model to generate different realizations of the point process. For each simulated realization,
the SPP procedure calculates the expected count under the model and computes the mean of this expected
count over all the realizations. The mean of this expected count over all realizations is used to compute a
Pearson residual as

. O E
Pearson residud —%ETC
Cc

whereOc is the observed count in each quadrat, based on the dat#; aisdthe expected count under

the model. Based on these observed and expected counts, a chi-square statistic is computed and a Pearson
chi-square test is performed. A smpdvalue indicates that the data are not likely to be generated by the
model.

Fitted Model Validation That Uses Residuals

Residual diagnostics are tools for checking and examining the tted model. Residual plots and in uence
diagnostics help you identify in uential observations, assess model assumptions, and recognize departures
from the model. Baddeley et al. (2005) de ne four types of residuals: raw residuals, inverse residuals,
Pearson residuals, and score residuals. PROC SPP implements only raw residuals. Given a poirt pattern
and using a parameter estimd®® G/ , the raw residuals can be de ned as

Z

RoW/D nx\ W/ Q; x/ds
w

In order to be able to compute the raw residual, Baddeley et al. (2005) suggest a discretization of this residual
measure. According to Baddeley and Turner (2013), discretization of the raw residuals yields
Dz wj

at the quadrature pointg , wherez; is an indicator equal to 1 if; is a data point or 0 ifi; is a dummy
point,w; is the quadrature weight that is attachedifpand ; D Qi ; ;x/ is the conditional intensity of
the tted model at; .
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Smoothed Residuals
The smoothed raw residuals are de ned as

su/ D Q Qi
whereQ/ isa nonparametric kernel estimate of the intensity,
rxx/
Q/ Deu  ku x/
iD1

wheree.u/ is an edge correction arfdi/ is a smoothed version of the parametric estimate of the intensity
according to the tted model:
z

Q/ Deu ku s/ oslds
W

If the tted model is correct, the kernel estimate and the kernel smoothed estimate of the tted intensity
should be approximately equal. Positive values.af suggest that the model underestimates the intensity
(Baddeley and Turner 2005).

Lurking Variable Plots

Lurking variable plots help detect dependence on an unobserved covariate. Any systematic pattern in these
plots indicate a departure from the model (Baddeley and Turner 2005). For point process models, you can
plot the residuals against a spatial covariate or one of the coordinates to investigate the presence of a spatial
trend and to assess whether the true trend differs from the trend that is speci ed by the tted model. For a
spatial covariat&.u/ thatis de ned at each locatiam2 W, the residual on each sublevel set,

W.z/Dfu2 WWwW.u zg

yields a cumulative residual function for the raw residuals as follows:

z

A.z/ D n.fx\ W.z/g Qi: x/du
W.z/

In addition to plotting the cumulative residual function, the lurking variable plot also sBoimits based
on the variance of the innovations under an inhomogeneous Poisson process (Baddeley et al. 2005). The
variance of the innovations under an inhomogeneous Poisson process is

z

varfA.z/ g D varfl fW.z/gg D .u/du
W.z/

The2 limits can be interpreted as pointwise signi cance limits. A systematic violation of the limits suggests
that the proposed model does not account for the dependence on the covariate under consideration (Baddeley
et al. 2005).
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Output Data Sets

The SPP procedure produces output data sets that are speci ed in the OUT= suboption of the KERNEL
option in the PROCESS statement, and in the OUTINTESITY= and OUTSIM= options in the MODEL
statement. These data sets are described in the following sections.

OUT= Suboption in the KERNEL Option in the PROCESS Statement

speci es the name of an output data set to store the kernel-based nonparametric estimates. This data set
contains the following variables:

KERNEL, the kernel type that is used for the corresponding intensity estimate

BANDW, the kernel bandwidth that is used for the corresponding intensity estimate

VARNAME, the label of the event variable

GXC, thex coordinate of the grid point at which the intensity estimate is made

GYC, they coordinate of the grid point at which the intensity estimate is made

ESTIMATE, the intensity estimate

OUTSIM= Option in the PROCESS Statement

speci es the name of an output data set to store the simulations of distance functions that are included as
options in the PROCESS statement. This data set contains the following variables:

* GXC, X coordinate of current simulated event location

* GYC, Y coordinate of current simulated event location

* ITER, current iteration

* IXY, simulated event observation number in the current iteration
* MARK, label of current mark

* MTYPE, categorical mark level

* MVALUE, numeric mark simulated value

* NITER, number of iterations in simulation

* NXY, number of simulated events in current iteration

* VARNAME, label of the event the results refer to
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OUTINTENSITY= Option in the MODEL Statement

speci es the name of an output data set to store the output intensity estimate. This data set contains the
following variables:

ESTIMATE, tted intensity at current location

GXC, X coordinate of current output grid location
GYC, Y coordinate of current output grid location
STDERR, standard error for the intensity estimate

VARNAME, event label from the DATA= data sets that are associated with events and identi ed during
the procedure call

OUTSIM= Option in the MODEL Statement

speci es the name of an output data set to store a simulated point pattern from a tted intensity model. This
data set contains the following variables:

ESTIMATE, tted intensity estimate at the simulated event location
GXC, X coordinate of current simulated event location

GYC, Y coordinate of current simulated event location

ITER, current simulation iteration

NITER, number of iterations in current simulation

NXY, number of simulated events in current iteration

VARNAME, event label from the DATA= data set that is associated with events and identi ed during
the procedure call

Displayed Output

The SPP procedure produces the following output objects.

» By default, PROC SPP outputs a “Number of Observations” table, which displays the number of

observations that are read from the input data set and the number of valid observations that are used.
The actual number of observations that are used in the analysis can be equal to or smaller than the
number of valid observations, depending on the speci cation of the study window and the existence
and handling of duplicate observations. When you include a covariate variable in your analysis, this
table contains more detailed information about the number of observations that are used in the study
window for each variable.
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If you use the PROCESS statement to specify a point pattern, PROC SPP outputs a table is displayed
by default that contains exploratory information about the point pattern, any mark variable that is
present, and information about the point pattern domain window and grid.

If you use the PROCESS statement to specify a point pattern, PROC SPP outputs a default plot of the
event observations in the point pattern.

If you specify a mark variable for the point pattern, PROC SPP outputs a table that contains information
about the mark variable.

If you do not specify any options for the PROCESS statement, PROC SPP performs the quadrat test by
default and outputs a table that shows the Pearson chi-square test for CSR by default. If you specify the
QUADRAT option with the DETAILS suboption, PROC SPP outputs a detailed quadrat counts table, a
quadrat information table that contains Pearson residuals, and a table for the Pearson chi-square test
for CSR.

If you specify a KERNEL option in the PROCESS statement, PROC SPP outputs a kernel intensity
information table. In addition, if you request the ADAPTIVE suboption in the KERNEL option, an
adaptive kernel information table is displayed. In addition, if you specify the KERNEL option and
ODS Graphics is enabled, a map of the kernel intensity estimate is also produced.

If you specify one or more of the K, L, G, and F options in the PROCESS statement, PROC SPP
outputs an information table for each of the speci ed distance functions. The information table contains
basic information, such as the minimum analysis distance, maximum analysis distance, maximum
difference between the empirical distribution function of the summary statistic and the CSR function,
and the distance at which the maximum difference is observed. In addition, PROC SPP outputs a panel
plot for each distance function that is included as an option in the PROCESS statement. Each panel
plot contains four constituent plots: the empirical distribution function (EDF) plot, the ET¥R
difference plot, a probability-probability plot that compares the EDF and CSR, and a con dence
interval plot for the summary statistic.

If you specify the J and PCF options in the PROCESS statement, PROC SPP outputs a combined plot
that shows the EDF, the simulation intervals, and the con dence interval for the summary statistic.

If you specify a COVTEST statement that has appropriate trend covariates on the right side, PROC
SPP outputs a table for the Kolmogorov-Smirnov EDF test statistic and creates a plot of the empirical
and transformed EDF by default for each covariate that you include in the COVTEST statement.
The plot illustrates the Kolmogorov-Smirnov test analysis for testing for point pattern dependency
on covariates. If you specify the Cramér—von Mises EDF test statistic in the TEST= option in the
COVTEST statement, PROC SPP outputs the table for the Cramér—von Mises EDF test statistic.

If you specify a MODEL statement to t a model for the rst-order intensity of the point pattern that is
de ned in a preceding PROCESS statement, PROC SPP produces the following results by default:

— a “Model Information” table that lists the intercept, covariates, and polynomial terms that are
included in the model, along with the initial values for the coef cients

— an optimization information table that shows the optimization technique, the number of parameters
in the optimization, and the number of xed parameters and starting values

— atable for the convergence status that shows the convergence criterion
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— a"Parameter Estimates” table that shows the estimate for each parameter, the standard error, the
number of degrees of freedomt @alue, and g-value

— a “Fit Statistics” table that shows different t statistics, such as the log likelihood, Akaike's
information criterion, and the Bayesian information criterion

— a map that shows the tted intensity estimate based on the model

If you specify the MODEL statement and include the ITHIST option, PROC SPP outputs an iteration
history table that shows the value of the objective function and the maximum value of the gradient
over different iterations of the optimization algorithm.

If you specify the MODEL statement and include the CORRB option, PROC SPP outputs the approxi-
mate correlation matrix.

If you specify the MODEL statement and include the COVB option, PROC SPP outputs the approximate
covariance matrix.

If you specify the MODEL statement and include the GOF option, PROC SPP outputs a table that
shows the Pearson chi-square test for goodness of t. This table shpwalae that indicates how

likely it is for the data to be generated by the tted model. In addition, if you also specify a QUADRAT
option with the DETAILS suboption for the response process in a preceding PROCESS statement,
PROC SPP also displays a quadrat information table that shows Pearson residuals that are based on
the expected counts under the tted model and observed counts from the point pattern data set that is
de ned for the response process.

The complete listing of the PROC SPP output follows in the sections “ODS Table Names” on page 7811 and
“ODS Graph Names” on page 7813.

ODS Table Names

Each table that PROC SPP creates has a name that is associated with it, and you must use this name to refer
to the table when you use ODS Graphics. Table 93.8 lists these names and shows the statement and options
that you must specify to produce the table.

Table 93.8 ODS Tables Produced by PROC SPP

ODS Table Name Description Statement  Option

CenScale Model parameter standardization inMODEL CENSCALE
formation

CenScaleCorrB Approximate correlation matrix of MODEL CORRB, SOLUTION
model-standardized parameter esti-
mates

CenScaleCovB Approximate covariance matrix of MODEL COVB, SOLUTION
model-standardized parameter esti-
mates

CenScaleParms Parameter estimates for standardize&d ODEL SOLUTION
output

ConvergenceStatus

Status of optimization at conclusion MODEL Default output
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Table 93.8 continued

ODS Table Name Description Required Option
Statement

CorrB Approximate correlation matrix of MODEL CORRB

model parameter estimates
Covariatelnfo Numerical covariate information COVTEST Default output
CovariateLevellnfo Levels of categorical covariate COVTEST Default output
CovB Approximate covariance matrix of MODEL covB

model parameter estimates
EdfCsrTest EDF test for complete spatial ranCOVTEST Default output

domness
Exploratorylnfo General point pattern information PROC Default output
FitStatistics Goodness-of- t information MODEL Default output
IterHist Iteration history MODEL Default output
Kernintensitylnfo Intensity function information from PROCESS KERNEL

kernel density estimation
NObs Number of observations read andPROC SPP  Default output

used
Markinfo Numerical mark information PROC SPP Default output
MarkLevellnfo Levels of categorical mark PROC SPP  Default output
Modellnfo Model information MODEL Default output
Optinfo Optimization information MODEL Default output
ParameterEstimates Model- tting solution and statistics MODEL Default output
ParmSearch Parameter search values PARMS Default output
PearsonsChiSq Chi-square test for CSR PROCESS QUADRAT
QuadratCount Counts of quadrats PROCESS QUADRAT
Quadratinfo Detailed quadrat information PROCES®)UADRAT /DETAILS
FFuncinfo F function information PROCESS F
GFuncinfo G function information PROCESS G
KFuncinfo K function information PROCESS K
LFuncinfo L function information PROCESS L

ODS Graphics

Statistical procedures use ODS Graphics to create graphs as part of their output. ODS Graphics is described
in detail in Chapter 21, “Statistical Graphics Using ODS.”

Before you create graphs, ODS Graphics must be enabled (for example, by using the ODS GRAPHICS ON
statement). For more information about enabling and disabling ODS Graphics, see the section “Enabling
and Disabling ODS Graphics” on page 606 in Chapter 21, “Statistical Graphics Using ODS.” For additional
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control of the graphics that are displayed, see the PLOTS= option in the section “PROC SPP Statement” on
page 7777.
ODS Graph Names

PROC SPP assigns a name to each graph it creates by using ODS Graphics. You can use these names to refer
to the graphs when you use ODS Graphics. Table 93.9 lists the names and shows the statement and option
that you must specify to produce the graph.

Table 93.9 Graphs Produced by PROC SPP

ODS Graph Name Plot Description Statement  Option
CovariateEDFPIlot  Plot of Kolmogorov-Smirnov test analy-COVTEST PLOTS=CSRKSTEST
sis for CSR

EmptySpacePIlot Surface plot of nearest-neighbor disPROCESS
tances from any window location
PROC SPP PLOTS=EMPTYSPACE

IntensityPlot Surface plot of estimated intensity Default Default

ObservationsPlot Scatter plot of observed events, markeBROC SPP PLOTS=0OBSERV
events, or covariate variables

FPanelPlot Panel plot of empty-space function F PROCESS F
PROC SPP PLOTS=F(ALL)
FEdfPlot EDF plot of empty-space function F PROCESS F
PROC SPP  PLOTS=F(UNPACK)
FDiffPlot Difference plot of empty-space functionPROCESS F
F and CSR
PROC SPP PLOTS=F(UNPACK)
FNppPlot PP plot of empty-space function F anPROCESS F
CSR
PROC SPP  PLOTS=F(UNPACK)
FCIPIlot Con dence interval plot of empty-spacePROCESS F
function F
PROC SPP PLOTS=F(UNPACK)
GPanelPlot Plot of nearest-neighbor function G PROCESS G
PROC SPP PLOTS=G(ALL)
GEdfPlot EDF plot of nearest-neighbor functionPROCESS G
G

PROC SPP PLOTS=G(UNPACK)

GDiffPlot Difference plot of nearest-neighbor funcPROCESS G
tion G and CSR
PROC SPP PLOTS=G(UNPACK)

GNppPlot PP plot of nearest-neighbor function @ROCESS G
and CSR
PROC SPP  PLOTS=G(UNPACK)
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Table 93.9 continued

ODS Graph Name  Plot Description Statement  Option
GCIPlot Cl plot of nearest-neighbor function G~ PROCESS G

PROC SPP PLOTS=G(UNPACK)
JCombinedPlot Plot of function J PROCESS J

PROC SPP  PLOTS=J(ALL)
JEdfPlot EDF plot of function J PROCESS J

PROC SPP PLOTS=J(UNPACK)
JCIPIot Cl plot of function J PROCESS J

PROC SPP PLOTS=J(UNPACK)
KPanelPlot Plot of Ripley's function K PROCESS K

PROC SPP PLOTS=K(ALL)
KEdfPlot EDF plot of Ripley's function K PROCESS K

PROC SPP PLOTS=K(UNPACK)
KDiffPlot Difference plot of Ripley's function K PROCESS K

and CSR

PROC SPP PLOTS=K(UNPACK)
KNppPlot PP plot of Ripley's function K and CSR PROCESS K

PROC SPP PLOTS=K(UNPACK)
KCIPlot Cl plot of Ripley's function K PROCESS K

PROC SPP PLOTS=K(UNPACK)
LPanelPlot Plot of Besag's L function PROCESS L

PROC SPP PLOTS=L(ALL)
LEdfPlot EDF plot of Besag's L function PROCESS L

PROC SPP PLOTS=L(UNPACK)
LDiffPlot Difference plot of Besag's L function PROCESS L

and CSR

PROC SPP PLOTS=L(UNPACK)
LNppPlot PP plot of Besag's L function PROCESS L

PROC SPP PLOTS=L(UNPACK)
LCIPlot Cl plot of Besag's L function PROCESS L

PROC SPP PLOTS=L(UNPACK)
PCFCombinedPlot Plot of the pair correlation functign, PROCESS PCF
PROC SPP PLOTS=PCF(ALL)

PCFEdfPlot EDF plot of the pair correlation function,PROCESS PCF

g
PROC SPP PLOTS=PCF(UNPACK)

PCFCIPIot ClI plot of the pair correlation function,PROCESS PCF
g
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ODS Graph Name  Plot Description Statement  Option

PROC SPP PLOTS=PCF(UNPACK)
ResidualPanel Raw residual panel plot MODEL RESIDUAL

PROC SPP PLOTS=RESIDUAL
RawResidual Raw residual plot MODEL RESIDUAL

PROC SPP PLOTS=RESIDUAL(UNPACK)
ResidualScatter Cumulative residual plot MODEL RESIDUAL

PROC SPP PLOTS=RESIDUAL(UNPACK)
SmoothedResidual Cumulative residual plot MODEL RESIDUAL

PROC SPP PLOTS=RESIDUAL(UNPACK)

LurkingPanel

LurkingVariable

Cumulative residual and lurking variableMODEL
panel plot

PROC SPP

Cumulative residual and lurking variableMODEL
plot

PROC SPP

PLOTS=LURKING(ALL)

PLOTS=LURKING(UNPACK)

To request these graphs, you must specify the ODS GRAPHICS statement in addition to the statements
indicated in Table 93.9. For more information about the ODS GRAPHICS statement, see Chapter 21,
“Statistical Graphics Using ODS”

Examples: SPP Procedure

Example 93.1: Exploration of a Multitype Point Pattern

This example demonstrates how you can use PROC SPP to explore a multitype point pattern. Consider the
following data set, which consists of locations of retinal amacrine cells in a rabbit's eye. The data set contains
three variablesX andyY are the coordinates of the cell locations, agple is the type of each cell (which is

based on whether it turr@ or off when exposed to light). The data were originally analyzed by Diggle,
Eglen, and Troy (2006) and Hughes (1985).

data amacrine;
input X Y Type $ @@;
label Type= Cell Type;

datalines;
0.0224 0.0243
0.0243 0.1028
0.1626 0.1477
0.1215 0.0729
0.2411 0.0486

0.0766

0.1776

on
on
on
on
on
on
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0.1047 0.2579 on
. more lines ...

15729 0.729 off
1.457 0.6822  off
14168 0.7374  off

Accounting for mark types enables you to study possible interaction across types. You can study such
interactions by using the cross-type variants of distance functions. The following statements compute the
cross-K-function between the typesashacrine cells:

proc spp data=amacrine edgecorr=on seed=1
plots(equate)= (observations(attr=mark) K);
process cells= (X,Y / area=(0,0,1.6,1) mark=Type)
| K cross=types(on off);
run;

Output 93.1.1 shows two types of cells that are characterized by their statéinged) andoff (in blue).

Output 93.1.1 Amacrine Cell Types

Output 93.1.2 lists exploratory information for the amacrine point pattern, and identi es it as a marked point
pattern.
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Output 93.1.2 Exploratory Information for the Amacrine Marked Point Pattern

Output 93.1.3 shows the information for each mark type, including the frequency, percentage in the data set,
and the rst-order intensity, which measures the number of events of that particular mark type per unit of
area that is contained in the marked point pattern.

Output 93.1.3 Mark Information for the Amacrine Marked Point Pattern

Output 93.1.4 shows the cross-K-function test to detect a clustering of points for Wipekoff around

points for whichType=onand vice versa. It is very clear from the plots in the top left corner and top right
corner that there is no signi cant difference between the computed cross-K function and the theoretical
cross-K function. This clearly indicates that there is no signi cant clusteringnaimacrine cells aroundff
amacrine cells.
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